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Quick Installation Guide

Wireless N 300 Mini USB Adapter

Model # AWLL6086

Package Contents:

e Wireless N 300 Mini USB
Adapter

e Driver & Utility CD
e Quick Installation Guide

Install the Wireless USB Adapter

This Quick Installation Guide only provides the basic installation
instructions. For detailed installation instructions on advanced features,
please refer to the User’'s Manual on the provided CD.

Macintosh users can find the driver and installation instructions for MAC

10.4, 10.5, 10.6, 10.7, 10.8 and 10.9 under the MAC folder in the provided
CD.

Step 1.1 Insert the USB adapter into an available USB port of your
computer.



Step 1.2 Click Cancel if you see the Found New Hardware Wizard.

Windows Vista Users:

+| Found Mew Hardware ﬁ

Windows needs to install driver software for your 802.11n
WLAN Adapter

W Locate and install driver software (recommended)

Windows will guide you through the process of installing driver software
for your device,

i 9 Ask me again later
Windows will ask again the next time you plug in your device or log on.

' Don't show this message again for this device
Your device will net function until you install driver software.

Cancel

Windows XP Users:

Found Mew Hardware Wizard

Welcome to the Found New
Hardware YWizard

Windows will zearch for curent and updated software by
[oaking on your computer, on the hardware installation CO, or an
the "Windows I pdate ‘Web site [with your permission).

Read our privacy policy

Can Windows connect to windows pdate to search for
zoftware?

{1 Yes, this time anly

() ez, now and every time | connect a device
(&) Mo, nat thiz time

Click Mesxt to continue,

Mest = ]I Cancel




Step 1.3 Insert the Installation CD in the CD drive.

Step 1.4 The Autorun screen will pop up. Select Install Utility and Driver
from the menu.

Wireless N 300 Mini USB Adapter

Install Utility and Driver

View Quick Installation Guide
Yiew User Manual

Install Adobe Reader

EBrowse

Model No.:AWLLG086

Windows 8/ 7 | Vista Users: When you get warning message(s), make
sure that you give permission to continue with the installation of software.



Step 1.5 Click Next and follow the instructions on the window to finish
installation.

Airlink101 USB Wireless LAN Driver and Utility

Airhink101 USE Wirelesz LAN Drnver and Utility

The InstallShield Wizard will install didink 107 U5B Wirelezs
LAMN Diriver and Utility on pour computer. To continue,
click Mest.

¢ Back [ Mext = Jl Cancel ]

Step 1.6 Give Permission to Window to install the driver software.

Windows 7 / Vista Users: Click the Install this driver software anyway.

i Windows Security . -I

6(,] Windows can't verify the publisher of this driver software

< Don'tinstall this driver software

You should check your manufacturer's website for updated driver software
for your device.

< Install this driver software anyway

Only install driver software obtained from your manufacturer's website or

disc. Unsigned software from other sources may harm your computer or steal |
informaticn. '

-j;-"j- See details



Windows XP Users: Click Continue Anyway at the Windows Logo Screen.

Software Installation

| E The zaftware yau are ingtaling haz not paszed Windows Logo
- tezting to werfy its compatibility with *windows ©P. [Tell me why
thiz testing is important. |

Continuing your installation of this zoftware may impair
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop thiz installation now and
contact the software vendor for software that has
paszed Windows Logo testing.

| Continue Arpmaay | EéTEIF'InstallatiDn

Hardware Installation

| E The zoftware you are installing for thiz hardware:
L]
Wireless M Min USE Adapter

has not pazzed Windows Logo testing to venby itz compatibility
with \Windows ¥P. [Tell me why thiz testing iz important, |

Continuing your installation of this zoftware may impair
or destabilize the comrect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop thiz installation now and
contact the hardware vendor for zoftware that has
paszed Windows Logo testing.

E.Enntinue Arunyay STOP Inztallation




You will see the following message when it is installing the driver for
Airlink101 Wireless Adapter and the Airlink101 Wireless Monitor.

@ Mow inztalling &irlink 107 Wireless LAMN Driver

Step 1.7 Select Yes, | want to restart my computer now. Click Finish to
complete the installation.

-

Airlink101 USE Wireless LAN Driver and Utility =]

Inztall5hield Wizard Complete

The Installshield *wizard has successfully installed Airlink1 01
WLAM kMonitor. Before pou can uge the program, you must
restart pour cormputer.

@ ¥es, | want to restart my computer Row.;

(0 Mo, | waill restart my computer later.

Remove any dizks from their dives, and then chck Finigh to
complete setup.

< Back Cancel

Congratulations! You have installed the driver and utility successfully.



Connect to the Wireless Network

Step 2.1 After rebooting the computer, open Airlink101 Wireless Monitor
utility by double clicking on the Airlink101 Wireless Monitor Utility icon on
your desktop.

Step 2.2 Click the Available Network tab of the Wireless Monitor, select
the SSID (Network Name) of the wireless network that you wish to connect
to, and click Add to Profile.

] Irin Ire onitor
Airlink101 Wireless Maoni [=]
Refresh(R]  Mode(M) About(&)
- MyComputer General | Profiie| Available Network | Status | Wi-Fi Protect Setup | Virtual WiFi |
,.‘EE' Realtek RTL819
Avaiable Metwork(s)
SSID Channel Encryption Metwork Authentication Signal Type BS
1" trigger 1 WEP Unknown 46% Infrastructure 00
P LABTEST 3 WEP Unknown 96% Infrastructure 00
e & TKIP WPA Pre-Shared Key 26% Infrastructure 00
" apo & AES WPA2 Pre-Shared Key 62% Infrastructure 00
I 11 AES WPA2 Pre-Shared Key 26% Infrastructure 00
| £ airlink101 11 None Unknown 88% Infrastructure 00 |
T ProTecTid 11 AES WPA2 Pre-Shared Key 42% Infrastructure 00
1 ProTecTid-AP 11 AES WPAZ Pre-Shared Key 26% Infrastructure 00
4 1 | 3
Refrash ] ’ Add to Profile
MNote
Double click on ttem to join/create profile.




Step 2.3 Enter the wireless security key into the Network Key box if the
network you are attempting to connect has wireless security enabled. Click
OK.

- S

Wireless Network Properties: @

This is a computer-to-computer (ad hoc) network; wireless
access points are not used.

Profile Name: |Airlink101

Network Name(SSID): | Airlink101

Channel: | 11 (2462MHz)
Wireless network security
This network requires a key for the following:

Metwork Authentication: |D|:|er1 System - |

Data encryption: |Disabled = |

ASCII PASSPHRASE

Key index (advanced): 1
Metwark key:

Confirm network key:

| QK | | Cancel |




Step 2.4 The connection should be now established. Verify that IP
Address, Subnet Mask and Gateway have valid numbers assigned to
them (instead of all 0’'s). The Status should be Associated, and there will be
green bars next to Signal Strength and Link Quality.

o4 Airlinkl01 Wireless Monitor =N =
Refresh(R) Meode(M) About(A)
-1 MyComputer General | Profile | Available Network | Status | Wi-Fi Protect Setup | Vitual WiFi

\‘9 R Status: Associated

Speed: Tx:300 Mbps Rx:300 Mbps
Type: Infrastructure
Encryption: AES
SSID: Airlink101

Signal Strength: | 100%
Link Qualcy | 00%

MNetwork Address:
MAC Address: 08:10:74:00:00:07
Microsoft Virtual WiFi Miniport Adapter
IP Address: 0.0.0.0
Subnet Mask: 0.0.0.0 Gateway:
Reattek RTL8192CU Wireless LAN 802.11n USB 2.0 Metwork Adapter
IP Address: 192.168.2.102
Subnet Mask: 255.255.255.0 Gateway: 192.168.2.1

ReMew IP

4 |om 3

Show Tray Icon [[] Disable Adapter

[C] Radio Off Virtual WiFi allowed




Troubleshooting

If you are experiencing problems with the connection (unable to connect,
low signal strength, slow connection speed, not working, unstable wireless
connection) you may want to tune your router’s signal by changing the
channels on the router and/or by adjusting the direction of the antenna(s).
You do not need to change the channel on the Adapter; it will automatically
pick up the new channel after you reboot the router.

Your router has 11 different channels to choose from. Start from channel 1
and work your way up. Each time you change the channel on the router,
make sure that you restart the computer that is connected to the router
before trying to connect again. Keep going through the channels until you
find one that gives you a stable connection.

For instructions on changing channels, refer to the documentation that
comes with the router.

Technical Support

E-mail: support@airlink101.com

Toll Free: 1-888-746-3238

Website: www.airlink101.com

Theoretical maximum wireless signal rate derived from IEEE standard 802.11 specifications. Actual
data throughput will vary. Network conditions and environmental factors, including volume of network
traffic, building materials and construction, mix of wireless products used, radio frequency
interference (e.g., cordless telephones and microwaves) as well as network overhead lower actual
data throughput rate. Compatibility with 802.11n devices from other manufactures is not guaranteed.
Specifications are subject to change without notice. Photo of product may not reflect actual content.
All products and trademarks are the property of their respective owners. Copyright ©2013 Airlink101®
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